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CADDY 5/100

Kit universale per vuoto e carica  
con bilancia (5 o 100 kg)
Possibilità di lavorare con R32-R410A e R22-R134a-
R404A-R407C.
Dimensioni ridotte e estrema facilità di trasporto.
Sistema di accoppiamento rapido pompa per vuoto-elet-
trovalvola vacuometro-gruppo manometri.
Dotazione standard:

•  Pompa per vuoto doppio stadio con elettrovalvola e 
vacuometro 46 lt/min o 90 lt/min.

•  2 gruppi manometrici con scala A4 e A6, classe 1. 
•  Flacone olio minerale.
• 4 tubi flessibili 1500 mm con valvola intermedia (1/4” 
e 5/16”).

Versione CADDY 5
• Bilancia elettronica da 5 kg, con risoluzione 1 g.
•  3 supporti per bombole (1/4” x 1/4” - 5/16” x 5/16” - 

1/2”-16 ACME Sx x 5/16” SAE).

Versione CADDY 100
• Bilancia elettronica da 100 kg, con risoluzione 5 g.

Codice Modello
01010006001 CADDY46D/5
01010007001 CADDY90D/5
01010006002 CADDY46D/100
01010007002 CADDY90D/100

Codice Dimensioni Peso

01010006001 630 x 400 x 450 mm 19 kg
01010007001 630 x 400 x 450 mm 22 kg
01010006002 630 x 400 x 450 mm 22 kg
01010007002 630 x 400 x 450 mm 25 kg

KIT VUOTO E CARICA CADDY 5/100

BILANCIA PER CADDY 100

BILANCIA PER CADDY 5

CADDY 46D/5 CADDY 90D/5 CADDY 46D/100 CADDY 90D/100
Portata bilancia 5 kg 5 kg 100 kg 100 kg
Portata pompa 46 lt/min 90 lt/min 46 lt/min 90 lt/min
Vuoto finale 1x10-2 mbar 1x10-2 mbar 1x10-2 mbar 1x10-2 mbar

Caratteristiche tecniche

R404AR410AR32 R134aR407CR22

KIT BASE CADDY
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CADDY 5/100

Universal kit for vacuum and charge with scale 

(5 or 100 kg)

Possibility to work with R32-R410A and R22-R134a-
R404A-R407C
Small dimensions and very easy to carry 

Quick coupling system for vacuum pump-solenoid val-
ve-vacuum gauge -manifold assembly.

Standard equipment:

•  46 l/min or 90 l/min dual stage vacuum pump with 
solenoid valve and vacuum gauge.

•  2 manifolds with scales A4 and A6, class 1. 
•  Bottle of mineral oil.

• 4 flexible hoses 1500 mm with intermediate valve 
(1/4” and 5/16”).

CADDY 5 version

•  5 kg electronic scale with 1g resolution.

•  3 supports for bottles (1/4” x 1/4” - 5/16” x 5/16” - 
1/2”-16 ACME SX x5/16” SAE).

CADDY 100 version

• 100 kg electronic scale with 5g resolution.

Code Model

01010006001 CADDY46D/5
01010007001 CADDY90D/5
01010006002 CADDY46D/100
01010007002 CADDY90D/100

Code Dimensions Weight

01010006001 630 x 400 x 450 mm 19 kg

01010007001 630 x 400 x 450 mm 22 kg

01010006002 630 x 400 x 450 mm 22 kg

01010007002 630 x 400 x 450 mm 25 kg

VACUUM AND CHARGING KIT

CADDY 100 SCALE

CADDY 5 SCALE

CADDY 46D/5 CADDY 90D/5 CADDY 46D/100 CADDY 90D/100

Scale capacity 5 kg 5 kg 100 kg 100 kg

Pump volume 46 lt/min 90 lt/min 46 lt/min 90 lt/min

Ultimate vacuum 1x10-2 mbar 1x10-2 mbar 1x10-2 mbar 1x10-2 mbar

Technical features

R404AR410AR32 R134aR407CR22

BASIC KIT CADDY


