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BILANCE ELETTRONICHE

Caratteristiche tecniche

Capacità massima 100 kg

Risoluzione ± 2 g 昀椀no a 9.999 gr (portata 30 kg)
Precisione ± 5 g 昀椀no a 30 kg ± 10 g/f > di 30 kg
Dimensione piattaforma 300 x 300 mm
Unità di misura kg

Temperatura di utilizzo 0 - 50 °C

Alimentazione 230/1/50-60Hz

Caratteristiche tecniche

Capacità massima 100 kg

Risoluzione 5 g

Precisione 0,5 % del valore
Dimensione piattaforma 270 x 270 mm
Unità di misura kg, lbs
Temperatura di utilizzo 0 - 45 °C

Autospegnimento 30 min
Alimentazione 8 x1,5 AAA
Durata batterie 50 ore in continuo

EXACTA-MAXI  

Bilancia elettronica programmabile 昀椀no a 100 kg
• Visualizzazione su display.
• Cariche e recuperi di alta precisione programmabili  da microprocessore.
• Memorizzazione dei dati reimpostati in caso di arresto.
• Funzione ripetibilità carico e scarico.
• Utilizzabile con tutti i refrigeranti 昀氀uorurati (incluso R410A - R32).
• Esecuzione robusta per piccole e medie produzioni.
• Compatta e maneggevole.

Codice Modello Dimensioni Peso

09013021 EXACTA-MAXI 460 x 350 x 170 mm 8,5 kg

09013022 EXACTA-MAXI-CO2 460 x 350 x 170 mm 8,5 kg

PRATIKA-WL 100-05  

Bilancia elettronica wireless 昀椀no a 100 kg
• Tecnologia WIRELESS.
• Piattaforma maggiorata 270 x 270 mm.
• Funzione memoria per sostituzione bombola.
• Avviso acustico al raggiungimento del valore di carica desiderato.

Codice Modello Dimensioni Peso

09013026 PRATIKA-WL 100-05 430 x 300 x 85 mm 2,5 kg

Taratura

Codice Modello Descrizione
09053013 Rapporto taratura rif. Accredia per bilancia
09013026001 PRATIKA-WL100-05/RT Bilancia completa di rapporto taratura

RAPPORTO DI  

COLLAUDO INCLUSO

PIATTAFORMA 

300 X 300 MM

RAPPORTO DI  

COLLAUDO INCLUSO
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INSTRUMENTS

ELECTRONIC SCALES

Technical features

Max capacity 100 kg

Resolution ± 2 g up to 9.999 gr (capacity 30 kg)

Accuracy ± 5 g up to 30 kg ± 10 g/f > di 30 kg

Scale pan dimensions 300 x 300 mm

Measuring units kg

Operating temperature 0 - 50 °C

Power supply 230/1/50-60Hz

Technical features

Max capacity 100 kg

Resolution 5 g

Accuracy 0,5 % value

Scale pan dimensions 270 x 270 mm

Measuring units kg, lbs

Operating temperature 0 - 45 °C

Auto power off 30 min

Power supply 8 x1,5 AAA

Batteries life 50 hours in continuous

EXACTA-MAXI  
Programmable electronic scale up to 100 kg

• Display reading.

• Very accurate charges and recoveries, programmable by  microprocessor.

• Pre-set data storage in case of power supply interruption.

• Charge and discharge repeatability function.

• Suitable to work with all refrigerants (R410A INCLUDED).

• Strong manufacture for small and medium productions.

• Compact and handy.

Code Model Dimensions Weight

09013021 EXACTA-MAXI 460 x 350 x 170 mm 8,5 kg

09013022 EXACTA-MAXI-CO2 460 x 350 x 170 mm 8,5 kg

PLATFORM 

300 X 300 MM

PRATIKA-WL 100-05  
Wireless electronic scale up to 100 kg

• WIRELESS technology.

• Oversized scale pan 270x270mm.

• Memory function for bottle replacement.

• Acoustic signal on reaching the desired value.

Code Model Dimensions Weight

09013026 PRATIKA-WL 100-05 430 x 300 x 85 mm 2,5 kg

Calibration

Code Model Description

09053013 Calibration report ref. Accredia for scale

09013026001 PRATIKA-WL100-05/RT Scale with calibration report


